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ALLOYS & TEMPERS 
 

What is an Alloy?   
 
The word alloy refers to a metal blended with some other metallic or non-metallic substance to give 
it special qualities, such as resistance to corrosion, greater hardness or tensile strength. 
 
Following is an overview of the various alloys available and their predominant qualities.  Should 
you require a specific alloy for your application Apple Aluminium can certainly advise you of it’s 
availability in the market place.   
 

Alloy Application 
  

6060 High extrudability, medium strength in T5 temper, and is used for general purpose. 
  

  

6060HE Similar to 6060 but lends itself to bending consistency. 
  

  

6063 The most widely used Alloy. 
  

  

606391 Has a higher silicon content than 6063 allowing it to reach higher strength at T6 
temper 

  

  

6463 Higher purity than 6063 and is required for bright silver ornamental finishes. 
  

  

6106 Medium strength for semi structural transport applications. 
  

  

6351 One of the strongest alloys.  Used in structural applications where the surface finish is 
not critical. 

  

  

6061 Similar to 6351 
  

  

6082 High strength, used in marine applications requiring a DNV certificate. 
  

 
What is a Temper?   
 
To bring a desired consistency or texture, or to strengthen and harden by application of heat. 

 
  

T1 Unaged.  May reach T5 if aged at a later date. 
  

  

T4 Unaged.  May reach T6 if aged at a later date. 
  

  

T581 Minimum age – maximum bending quality. 
  

T5 High strength, used in marine applications requiring a DNV certificate. 
  

  

T6 Maximum strength and not suitable for bending. 
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Total width and height see limits under ‘All vehicles’ 
Total length ‘Y’ No more than 19m 
Length ‘K’ No more than 12.3m 
Rear overhand ‘R’ No more than 3.7m or no more than 60% of ‘E’ which is less 
Distance lead can project at rear ‘PR’ No more than 1.2m without a flag 
 
 

 
 

Rear projection limits Front projection limits 

Side projection limits 

Pig Trailer 

Dog Trailer 

Not more than 1.2m 

 

Rear overhang line 

Y 

P 
PR 

R 

Rear overhang line 

Y 

P R 

PR 

    Articulation  Rear 
        Point         overhang line 

B 

PR 

Total width and height See limits under ‘All vehicles’ 
Total length ‘Y’ No more than 19m 
‘B’ is more than 12.3m 
Distance load can project at rear ‘R’ 
Pig trailer: No more than 3.7m or no more than ‘P’, whichever is less 
Dog Trailer: No more than 3.7m or no more than 60% of ‘W’ 
whichever is less 
Distance load can project at rear ‘PR’ No more than 1.2m withour a 

flag. 
Note: Rigid vehicle dimension limits apply even when towing a 
trailer.  

1.2m 

12.5m 

Rear projection more than 1.2m must display a warning device 

Not more than 1.2m 

 

Rear projection more than 1.2m must display a warning device 

Y 

Prime mover semi-trailer combination 

Articulation Point    Rear overhang line 

Y 
K 

E R 

PR 
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Rigid Vehi 
 
 
 

 
 
  

 
 

 
 
 
 
 

 
 
 
 
 

 
 
 
 

 
 
 
 

 
 
 
 
 
Should you carry the load? 
When deciding whether to carry a load, ask yourself these questions. 
 
Will the load create a hazard for other road users? 
An object projecting from the front, rear of side of your vehicle can distract others, collide with vehicles or injure pedestrians. Make sure you are within legal limits, even 
for short trips (e.g. front hardware store to building site or home). 
 
Will the load create a hazard for you? 
Very heavy or high loads my affect your ability to steer and brake safely. A badly placed load may interfere with your view of the road. All increase the risk of a crash. 
 
Will the load endanger your passengers? 
Carrying a load projecting from the interior of a passenger vehicle can be dangerous. Passengers should not be responsible for keeping a load in place. You must be 
confident that the load is stable and will not harm passengers when you stop, accelerate or turn. 
 
Will the load endanger your vehicle? 
Overloading or incorrectly loading your vehicle puts extra stress on the engine, suspension and brakes. Remember, passenger vehicles are generally not designed to 
carry large or heavy loads. Badly packed loads can also damage interior fittings or exterior paintwork. 
 
Will the load be safe?  

It’s easy to damage valuable purchases by loading them badly – even on a short trip from store to home. Professional transporters have the correct materials to secure 
and protect your goods.  
 
If in doubt, don’t carry the load. Consider hiring a vehicle specifically designed to move loads or pay for professional delivery. It could be much cheaper than the 
consequences of a crash, injury, vehicle repairs or load damage 

 

Rigid Vehicles 

W 

L 

R PH 

All Vehicles 

Truck Truck 

Utility 

G 

A 

PS 
P
S 

Vehicle Width 

Centre                            Rear 
Front axle                overhang line 

PH W 

L 

PR 

R 

Utility 

G 

A 

Vehicle Width PS PS 

Rigid Truck 

Centre                     Rear 
Front axle          overhang line 

L 

Trailer 

G 

Vehicle Width 

A 

PS PS 

Total width ‘A’ No more than 2.5m 
Total height ‘G’ No more than 4.3m 

Distance load can project from side ‘PS’ No more than 150mm 
Total width and height See limits under ‘All vehicles’ 
Total length ‘L’ No more than 12.5m 
Rear overhand ‘R’ No more than 3.7m or no more than 60% of W. 
Distance load can project from front ‘PH’ No more than 1.2m in front of 

headlights 
Distance load can project at rear of ‘PH’ No more than 1.2m without a flag 

  

Centre                            Rear 
Front axle                overhang line 
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5005 & 5052 Flat Sheet, Tread Plate, Propeller Plate & Coil  
 
 

5083 
Material Code Thickness  

(mm) 
Width  
(mm) 

Length  
(mm) 

KG/Sheet 

S83-03-1525-6100 3.0 1525 6100 75.63KG 

S83-03-2200-900* 3.0 2200 9000 160.98KG 

S83-04-1200-240* 4.0 1200 2400 30.64KG 

S83-04-2200-900  

(DNV CERT) 

4.0 2200 9000 214.83KG 

S83-04-1200-6100* 4.0 1200 6100 79.35KG 

S83-05-2200-11000  

(DNV CERT) 

5.0 2200 1100 327.91KG 

S83-06-1980-11000  

(DNV CERT) 

6.0 1980 1100 347.61KG 

S83-08-1200-240* 8.0 1200 2400 62.44KG 

S83-10-1200-240 10.0 1200 2400 78.05KG 

S83-10-2200-9000  

PVC COATED 

10.0 2200 9000 536.58KG 

S83-12-1200-240* 12.0 1200 2400 93.66KG 

S83-16-1200-240* 16.0 1200 2400 123.05KG 

S83-20-1200-240* 20.0 1200 2400 153.00KG 

S83-25-1200-240* 25.0 1200 2400 191.64KG 

 
 

5005 
Material Code Thickness  

(mm) 
Width  
(mm) 

Length  
(mm) 

KG/Sheet 

S05-010-1200-240* 1.0 1200 2400 7.81KG 
S05-016-1200-240 1.6 1200 2400 12.49KG 

S05-02-1200-240 PVC 2.0 1200 2400 15.61KG 

S05-025-1200-240* 2.5 1200 2400 19.51KG 

S05-03-1200-240 3.0 1200 2400 23.41KG 

S05-03-1500-300* 3.0 1500 3000 29.27KG 

S05-04-1200-240 4.0 1200 2400 31.22KG 

S05-05-1200-240 5.0 1200 2400 39.02KG 

 
 

5052 
Material Code Thickness  

(mm) 
Width  
(mm) 

Length  
(mm) 

KG/Sheet 

S52-03-1200-240* 3.0 1200 2400 23.41KG 
 

S52-03-1200-600 3.0 1200 6000 58.54KG 

S52-04-1200-240* 4.0 1200 2400 31.22KG 

S52-04-1200-610 4.0 1200 6100 79.35KG 
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TREAD PLATE 
Material Code Thickness  

(mm) 

Width  

(mm) 

Length  

(mm) 

KG/Sheet 

TP-016-1200-2400 1.6 1200 2400 14.40KG 

TP-02-1200-2400 2.0 1200 2400 17.86KG 

TP-025-1200-240 2.5 1200 2400 22.00KG 

TP-03-1200-240 3.0 1200 2400 25.34KG 

TP-03-1500-3000* 3.0 1500 3000 39.60KG 

TP-05-1200-240 5.0 1200 2400 42.62KG 

 

PROPELLER 
Material Code Thickness  

(mm) 

Width  

(mm) 

Length  

(mm) 

KG/Sheet 

SPP-16-1219-2438 1.6 1219 2438 14.43KG 

SPP-3-1200-2400 3.0 1200 2400 26.28KG 

 

COIL 
Material Code Thickness  

(mm) 

Width  

(mm) 

CL-016-1200* 1.6 1200 

CL-020-1200* 3.0 1200 

CL-030-1200-5052 3.0 1200 

 
 

 
 

MESH 
Material Code Thickness  

(mm) 

Width  

(mm) 

Length  

(mm) 

KG/Sheet 

MESHSMALL 5 1160 2400 13 

MESH24  7 1250 2450 9.25 

 
 

Flat Bar 
Material Code Size  

(mm) 
Thickness  

(mm) 
Length  
(mm) 

Weight (KG) 

FL-010-3-4000* 10.0 3.0 4000 0.32KG 

FL-012-3-4000 12.0 3.0 4000 0.39KG 

FL-012-6-4000* 12.0 6.0 4000 0.78KG 

FL-016-3-4000 16.0 3.0 4000 0.52KG 

FL-020-16-4000* 20.0 1.6 4000 0.35KG 

FL-020-3-4000 20.0 3.0 4000 0.65KG 

FL-020-6-4000* 20.0 6.0 4000 1.30KG 

FL-025-3-4000 25.0 3.0 4000 0.81KG 

FL-025-6-4000* 25.0 6.0 4000 1.63KG 

FL-025-10-4000* 25.0 10.0 4000 2.71KG 

FL-032-3-4000* 32.0 3.0 4000 1.04KG 

FL-032-6-4000 32.0 6.0 4000 2.08KG 

FL-032-10-4000* 32.0 10.0 4000 3.46KG 

FL-040-3-4000 40.0 3.0 4000 1.30KG 
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FL-040-6-4000* 40.0 6.0 4000 2.60KG 

FL-040-10-4000 40.0 10.0 4000 4.34KG 

FL-050-3-4000 50.0 3.0 4000 1.63KG 

FL-050-5-5600-RC 50.0 
 

5.0 

(RADIUS) 

5600 4.08KG 

FL-050-6-4000 50.0 6.0 4000 3.25KG 

FL-050-10-4000 50.0 10.0 4000 5.42KG 

FL-050-10-6500-RC 50.0 10.0 

(RADIUS) 

6500 8.43KG 

FL-050-25-4000* 50.0 25.0 4000 13.56KG 

FL-060-6-4000 60.0 6.0 4000 3.90KG 

FL-080-3-4000* 80.0 3.0 4000 2.60KG 

FL-080-6-4000* 80.0 6.0 4000 5.20KG 

FL-080-6-6000-RC* 80.0 6.0 

(RADIUS) 

6000 7.81KG 

FL-080-10-4000 80.0 10.0 4000 8.67KG 

FL-095-7-4000-RC 95.0 7.0 

(RADIUS) 

4000 7.17KG 

FL-100-3-4000 100.0 3.0 4000 3.25KG 

FL-100-6-4000 100.0 6.0 4000 6.50KG 

FL-100-10-4000 100.0 10.0 4000 10.84KG 

FL-100-25-4000* 100.0 25.0 4000 27.12KG 

FL-150-10-2850 150.0 10.0 2850 11.59KG 

FL-160-06-4000* 160.0 6.0 4000 10.41KG 

FL-175-10-4500* 175.0 10.0 4000 21.34KG 

 
 

 

Round Tube 
 

Material Code Size  
(mm) 

Thickness  
(mm) 

Length  
(mm) 

Weight (KG) 

RT-010-12-6500* 10.0 1.2 6500 0.58KG 

RT-012-16-6000 12.0 1.6 6000 0.85KG 

RT-015-12-1195-T6 15.88 1.2 1195 0.18KG 

RT-015-12-6100 15.88 1.2 6100 0.91KG 

RT-019-12-6100 19.0 1.2 6100 1.1KG 

RT-019-16-6500 19.0 1.6 6500 1.54KG 

RT-020-16-6500* 20.0 1.6 6500 1.63KG 

RT-020-3-6500* 20.0 3.0 6500 2.81KG 

RT-025-16-6500* 25.0 1.6 6500 2.06KG 

RT-025-3-6500-T591 25.0 3.0 6500 3.64KG 

RT-032-16-6500* 32.0 1.6 6500 2.69KG 

RT-032-3-6500-T591 32.0 3.0 6500 4.82KG 

RT-038-3-6500 38.0 3.0 6500 6.26KG 

RT-040-3-6000-T4 40.0 3.0 6000 5.67KG 

RT-044-3-6000 44.45 3.25 6000 6.84KG 

RT-050-2-6500 50.0 2.0 6500 5.31KG 

RT-050-3-6500-

IMPERIAL 

50.8 3.25 6500 8.55KG 

RT-050-3-6500-T4 50.0 3.0 6500 7.80KG 

RT-050-4-6500-6106T6 50.0 4.0 6500 10.14KG 
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RT-060-2-6500* 60.0 2.0 6500 6.42KG 

RT-063-3-6300-T4* 63.5 3.75 6300 12.02KG 

RT-076-4-6410-T4 76.2 4.75 6410 18.50KG 

RT-076-38-6410 76.2 3.8 6410 15.0KG 

RT-076-4-6410-T4 76.2 4.75 6410 18.5KG 

RT-080-3-6500 80.0 3.0 6500 12.78KG 

RT-082-5-6000     82.5 5.0 6000 20.53KG 

RT-101-4-6000 101.0 4.0 6000 19.82KG 
 
 
 

 

  Round Solid Rod 

 
Material Code Thickness 

(mm) 
Length 
(mm) 

KG/Length 

RD-010-4000 10.0 4000 0.85 

RD-012-4000 12.0 4000 1.22 

RD-016-4000 16.0 4000 2.18 

RD-020-4000 20.0 4000 3.40 

RD-025-4000 25.0 4000 5.32 

RD-039-4000 39.0 4000 12.95 

RD-050-4000 50.0 4000 21.26 

       
 

 
 

Square Box – Square Corners  

 
Material Code Size  

(mm) 
Thickness  

(mm) 
Length  
(mm) 

Weight (KG) 

SQ-012-16-6500* 12.0 1.6 6500 1.17KG 

SQ-020-3-6500* 20.0 3.0 6500 3.45KG 

SQ-025-16-6500* 25.0 1.6 6500 3.16KG 

SQ-032-16-6500* 32.0 1.6 6500 3.43KG 

SQ-032-2-6500* 32.0 2.0 6500 4.23KG 

SQ-032-3-6500 32.0 3.0 6500 6.13KG 

SQ-040-02-6500* 40.0 2.0 6500 5.36KG 

SQ-040-03-6500* 40.0 3.0 6500 7.82KG 

SQ-050-2-6500 50.0 2.0 6500 6.77KG 

SQ-050-3-6500 50.0 3.0 6500 9.93KG 

 

Square Box – Radius Corner 
Material Code Size  

(mm) 
Thickness  

(mm) 
Length  
(mm) 

Weight (KG) 

SQ-015-16-6000-R 15.0 1.6 6500 1.36KG 

SQ-019-15-6500-R 19.0 1.5 6500 1.81KG 

SQ-020-3-6500-R 20.0 3.0 6500 3.45KG 

SQ-025-16-6500-R 20.0 1.6 6500 2.40KG 

SQ-025-2-6500-R 25.0 2.0 6500 3.19KG 

SQ-025-3-6500-R 25.0 3.0 6500 4.65KG 



 
                    
             
 
  

10 | P a g e  
 

 
* Subject to availability 

SQ-032-25-6500-R 32.0 2.5 6500 5.14KG 

SQ-032-3-6500-R 32.0 3.0 6500 6.05KG 

SQ-040-02-6500-R 40.0 2.0 6500 5.18KG 

SQ-040-03-6500-R 40.0 3.0 6500 7.59KG 

SQ-049-4-5500-RS* 49.0 4.0 5500 10.24KG 

SQ-050-18-1800-R 

(Also available in 

black) 

50.0 1.8 1800 1.61KG 

SQ-050-18-2100-R 

Also available in black) 

50.0 1.8 1800 1.88KG 

SQ-050-02-6500-R 50.0 2.0 6500 6.46KG 

SQ-050-03-6500-R 50.0 3.0 6500 10.43KG 

SQ-050-05-6500-R* 50.0 5.0 6500 15.32KG 

SQ-065-03-6500-R 65.0 3.0 6500 13.1kg 

SQ-076-03-6500-R* 76.0 3.0 6500 15.04KG 

SQ-100-32-6500-R 100.0 3.2 6500 18.30KG 

 
 

 

Rectangle Box – Square Corners 

 
Material Code Size  

(mm) 
Thickness  

(mm) 
Length  
(mm) 

Weight (KG) 

REC-040-25-25-6500* 40.0 x 25.0 2.5 6500 5.28KG 

REC-050-25-16-6500* 50.0 x 25.0 1.6 6500 4.05KG 

REC-050-25-25-6500* 50.0 x 25.0 2.5 6500 6.16KG 

REC-050-25-3-6500* 50.0 x 25.0 3.0 6500 7.29KG 

REC-060-40-3-6500 60.0 x 40.0 3.0 6500 9.93KG 

REC-070-30-3-6500 70.0 x 30.0 3.0 6500 8.16KG 

REC-075-50-2-6500 75.0 x 50.0 2.0 6500 8.52KG 

REC-076-25-24-6500 76.0 x 25.0 2.4 6500 9.91KG 

REC-080-40-3-6500 80.0 x 40.0 3.0 6500 12.05KG 

REC-080-50-3-6500 80.0 x 50.0 3.0 6500 13.10KG 

REC-100-25-25-6500* 100.0 x 25.0 2.5 6500 10.71KG 

REC-100-50-3-6500* 100.0 x 50.0 3.0 6500 15.22KG 

REC-150-50-4-6100 100.0 x 50.0 4.0 6100 25.39KG 

REC-200-50-3-6500 200.0 x 50.0 3.0 6500 25.79KG 

 
 
Rectangle Box – Radius Corners 
 

Material Code Size  
(mm) 

Thickness  
(mm) 

Length  
(mm) 

Weight (KG) 

REC-020-11-3-5500-R 20.0 x 11.0 3.0 5500 2.26KG 

REC-035-19-3-6500-R 35.0 x 19.0 3.0 6500 5.29KG 

REC-038-16-12-6500-R 38.0 x 16.0 1.2 6500 2.09KG 

REC-038-25-12-2400 38.0 x 25.0 1.5 2400 1.12KG 

REC-038-25-15-6100 38.0 x 25.0 1.5 6100 3.04KG 

REC-038-25-2-6000-R 38.0 x 25.0 2.2 6000 3.73KG 

REC-038-25-32-6000-R 38.0 x 25.0 3.2 6000 5.94KG 

REC-050-25-16-6500-

R* 

50.0 x 25.0 1.6 6500 4.01KG 

REC-050-25-3-6500-R 50.0 x 25.0 3.0 6500 6.73KG 
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REC-060-30-2-3200-R 60.0 x 30.0 2.0 3200 2.98KG 

REC-060-30-2-5200-R 60.0 x 30.0 2.0 5200 4.84KG 

REC-065-16-12-6500-R 65.0 x 16.0 1.2 6500 3.23KG 

REC-065-16-65-APL 

(APPLE EXCLUSIVE) 

65.0 x 16.0 1.2 / 1.4 6500 3.36KG 

REC-065-16-14-6500-R 65.0 x 16.0 1.4 6500 3.76KG 

REC-075-50-3-6500-R 75.0 x 50.0 3.0 6500 12.16KG 

REC-076-50-3-6500-R 76.0 x 50.0 3.18 6500 12.45KG 

REC-076-50-6-6500-R 76.0 x 50.0 6.0 6500 23.88KG 

REC-080-25-18-5600-R 80.0 x 25.0 1.8 5600 5.44KG 

REC-080-40-3-6500-R 80.0 x 40.0 1.4 6500 11.79KG 

REC-080-50-3-6500-R 80.0 x 50.0 3.0 6500 12.85KG 

REC-090-16-14-6500-R 90.0 x 16.0 1.4 6500 5.29KG 

REC-100-16-MLEG-

6500 

(with a middle leg) 

100.0 x 16.0 1.4 6500 5.81KG 

REC-100-25-1800-

5600-R 

 

100.0 x 25.0 1.8 5600 6.53KG 

REC-100-50-3-6500-R 100.0 x 50.0 3.0 6500 14.45KG 

REC-100-50-6-7500-R* 100.0 x 50.0 6.0 7500 21.74KG 

REC-150-50-3-6100-R 150.0 x 50.0 3.0 6100 18.86KG 

 

 
 
 

Channel 
 

Material Code Size  
(mm) 

Thickness  
(mm) 

Length  
(mm) 

Weight (KG) 

CH-012-12-16-6500* 12.0 x 12.0 1.6 6500 0.92KG 

CH-016-16-16-6500 16.0 X 16.0 1.6 6500 1.2KG 

CH-020-20-16-6500 20.0 x 20.0 1.6 6500 1.65KG 

CH-020-20-3-6500*     20.0 x 20.0 3.0 6500 2.84KG 

CH-025-25-16-6500 25.0 x 25.0 1.6 6500 1.95KG 

CH-025-25-3-6500* 25.0 x 25.0 3.0 6500 3.65KG 

CH-025-40-3-6500* 25.0 x 40.0 3.0 6500 5.23KG 

CH-040-20-3-6500* 40.0 X 20.0 3.0 6500 3.91KG 

CH-040-25-30-6500 40.0 x 25.0 3.0 6500 4.44KG 

CH-041-22-30-6500-R 41.0 x 22.0 3.0  

(RADIUS) 

6500 4.25KG 

CH-050-25-3-6500 50.0 x 25.0 3.0 6500 4.97KG 

CH-050-50-3-6500 50.0 x 50.0 3.0 6500 7.61KG 

CH-057-50-3-6500     57.0 X 50.0 3.0 6500 7.95KG 

CH-060-32-3-6500-R 60.0 x 32.0 3.0 

(RADIUS) 

6500 6.23KG 

CH-076-38-6-5-550-

RC* 

76.0 x 38.0 6.0 

(RADIUS) 

5500 11.51KG 

CH-100-50-4-1880 100.0 X 50.0 4.0 1800 3.91KG 
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Angle 

 
 

Material Code Size  
(mm) 

Thickness  
(mm) 

Length  
(mm) 

Weight (KG) 

AN-012-12-16-6500 12.0 x 12.0 1.6 6500 0.63KG 

AN-020-12-14-6500* 20.0 x 12.0 1.6 6500 0.86KG 

AN-020-20-16-6500 20.0 x 20.0 1.6 6500 1.09KG 

AN-020-20-3-6500* 20.0 x 20.0 3.0 6500 1.96KG 

AN-025-12-16-6500 25.0 x 12.0 1.6 6500 1.00KG 

AN-025-12-3-6500* 25.0 x 12.0 3.0 6500 1.78KG 

AN-025-25-16-6500* 25.0 x 25.0 1.6 6500 1.37KG 

AN-025-25-3-6500 25.0 x 25.0 3.0 6500 2.48KG 

AN-028-28-3-6000-

RADIUS 

28.0 x 28.0 3.0 6000 2.59KG 

AN-032-20-16-6500* 32.0 x 20.0 1.6 6500 1.42KG 

AN-032-32-16-6500* 32.0 x 32.0 1.6 6500 1.76KG 

AN-032-32-3-6500 32.0 x 32.0 3.0 6500 3.24KG 

AN-040-12-16-6500* 40.0 x 12.0 1.6 6500 1.64KG 

AN-040-25-16-6500* 40.0 x 25.0 1.6 6500 1.79KG 

AN-040-25-3-6500 40.0 x 25.0 3.0 6500 3.28KG 

AN-040-40-16-6500 40.0 x 40.0 1.6 6500 2.21KG 

AN-040-40-3-6500 40.0 x 40.0 3.0 6500 4.07KG 

AN-040-40-4-6500 40.0 x 40.0 4.0 6500 5.36KG 

AN-040-40-6-6500* 40.0 x 40.0 6.0 6500 7.82KG 

AN-050-25-16-6500* 50.0 x 25.0 1.6 6500 2.07KG 

AN-050-25-3-6500* 50.0 x 25.0 3.0 6500 3.80KG 

AN-050-50-16-6500 50.0 x 50.0 1.6 6500 2.78KG 

AN-050-50-3-6500 50.0 x 50.0 3.0 6500 5.13KG 

AN-050-50-6-6500* 50.0 x 50.0 6.0 6500 9.93KG 

AN-070-40-16-6500 70.0 x 40.0 1.6 6500 3.06KG 

AN-075-75-3-6500 75.0 x 75.0 3.0 6500 7.52KG 

AN-076-50-6-6500* 76.0 x 50.0 6.0 6500 13.63KG 

AN-076-76-9-6000* 76.0 x 76.0 9.0 6500 22.34KG 

AN-100-50-6-6500 100.0 x 50.0 6.0 6500 15.22KG 

 
Punched Rail  

38mm x 25mm x 1.5mm Rectangular Box with Radius Corners 

 
Material Code Centres 

(mm) 
Hole Size 

(mm) 
Punched Length 

(mm) 
KG/Length 

PR90-D16-2475 90.0 16.0 Double 2475 1.17 

PR90-D16-3000 90.0 16.0 Double 3000 1.42 

PR90-S16-2475 90.0 16.0 Single 2475 1.17 

PR90-S16-3000 90.0 16.0 Single 3000 1.42 
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* Subject to availability 

Sail Track 
 

 

 
 
 

 

 

 

 

Bull Bar Channels 
 

Diagram Details Length 
(mm) 

KG/Length 

 

 
BBC0255 
126mm x 60mm 
Curved Face Channel 
 

 
 

5500 

 
 

15.78 

  
BBC046 
147mm x 80mm  
Bull bar Channel 
 

 
 

5600 

 
 

23.02 

 

 
BBC-254-115-12-2450 
254mm x 115mm x 12.5mm 
Bull bar Channel 

 
 

2450 

 
 

37.2 
 
 

 

 
 
 
 
 
 
 
 
 
 

Diagram Details Length 
(mm) 

KG/Length 

 

 
98301865 
Caravan / Sail Track 

 
 

6500 
 

 
 

1.32 

 

 
M-DOUBLETHROAT-6000 
Double Caravan / Sail Track 

 
 

6000 

 
 

1.70 

  
M-DOUBLEFLANGE-6000 
Double Flanged Caravan 
/ Sail Track 

 
 

6000 
 
 

 
 

1.70 
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* Subject to availability 

Balustrading 
 

Diagram Details Length  

(mm) 

KG/Sheet 

 

BA-HAND-550006-

AKM 
Small Ladies Waist Cap 

 

6500 5.10KG 

 

BA-RAIL-6500 
38 x 25 Rail Channel 

6500 2.50KG 

 

BA-HAND7422-6500* 
70 x 30 Flat Bottom Hand 

Rail 

6500 5.08KG 

 

BA-HAND7040-6500* 
70 x 40 Flat Bottom Oval 

Hand Rail 

6500 5.40KG 

 
 

Fencing 
 

Diagram Details Length  

(mm) 

KG/Sheet 

 

FEN-GUIDE-40-6500 
40mm x 2mm Box with 

Channel 

6500 7.35KG 

 

FEN-GUIDE-50-6500 
50mm x 2mm Box with 

Channel 

6500 12.32KG 

 

FCH-040-20-16-6500* 
40mm x 20mm x 1.6mm 

F Channel 

6500 1.99KG 

 

FEN-GATETRACK-

6000 
19mm Gate Track 

6000 6.60KG 

 

M-LOUVRE-88-14-

6500* 
88 x 14 Elliptical Louvre 

Blade 

6500 5.33KG 

 

FEN-GUIDE-CH-6000 
82.0 X 25.0 Guide block 

channel 

6000 5.58KG 



 
                    
             
 
  

15 | P a g e  
 

 
* Subject to availability 

 

FEN-PANEL-BL-2450 

FEN-PANEL-BL-3000 
Certified 1200mm Fence 

Panel 

 

Available in Mill finish 

and Satin Black 

2450 

3000 

 

 

FEN-GATE-BL-975 

FEN-GATE-BL-1475 
Certified 1200mm Fence 

Gate 

 

Available in Satin Black 

only 

2450  

 

FEN-BRACKET-BL-

3825 
Shroud Fence Bracket 

Available in mill finish & 

black 

FEN-BRACKET-BL-

3825R 
Retail packs of 4 

Shroud Fence Bracket 

Available in mill finish & 

black 

  

 

FEN-FGATEKEEPER-

50 
F Gate Keeper - 50mm 

 

Available in mill finish 

only 

  

 
 
 
 

 
M-FENCEPOST 
50mm x 1.8mm  
Flanged Black Post 
 
Available in Satin Black 
only 
 

 
 

1300 
1600 

 

  
SQ-050-18 
50mm x 1.8mm  
In-ground Black Post 
 
Available in Mill Finish & 
Satin Black 
 

 
 

1800 
2100 

 

 
Material Code Size  

(mm) 
Thickness  

(mm) 
Length  
(mm) 

Weight (KG) 

REC-038-16-12-6500-R 38.0 x 16.0 1.2 6500 2.09KG 

REC-065-16-12-6500-R 65.0 x 16.0 1.2 6500 3.23KG 

REC-065-16-65-APL 

(APPLE EXCLUSIVE) 

65.0 x 16.0 1.2 / 1.4 6500 3.36KG 

REC-065-16-14-6500-R 65.0 x 16.0 1.4 6500 3.76KG 

REC-090-16-14-6500-R 90.0 x 16.0 1.4 6500 5.29KG 

REC-100-16-MLEG- 100.0 x 16.0 1.4 6500 5.81KG 
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* Subject to availability 

6500 

(with a middle leg) 

SQ-040-02-6500-R 40.0 2.0 6500 5.18KG 

SQ-040-03-6500-R 40.0 3.0 6500 7.59KG 

SQ-050-02-6500-R 50.0 2.0 6500 6.46KG 

SQ-050-03-6500-R 50.0 3.0 6500 10.43KG 
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* Subject to availability 
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* Subject to availability 
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* Subject to availability 

Marine Extrusions 

 
Diagram Details Length  

(mm) 

KG/Sheet 

 

MS-4.2MMCHINE-

6500* 
4.2mm Chine 

6500 5.13KG 

 

MS-KEEL-AA7020-

5600* 
Keel 

5600 13.05KG 

 

MS-KEEL-AA7025-

4000* 
Keel with a 2mm Gap 

4000 2.75KG 

 

MS-KEEL-AA7396-

6100* 
Keel with a 5mm Gap 

6100 14.19KG 

 

MS-KEEL-AA7603-6000 
Keel with 5.2mm Gap 

6000 10.60KG 

 

MS-50MMFASCIA-

6500* 
50mm Small Fascia 

6500 3.47KG 

 

MS-AA9055FASCIA-

6500 
89.87mm Fascia 

6500 7.09KG 

 

MS-SMALLFASCIA-

6500 
Small Fascia 

6500 3.80KG 

 

MS-G/WHALE54MM 
54mm Gunwhale with 

3.2mm Gap 

4950 

5400 

5600 

6500 

7.15KG 

7.80KG 

8.09KG 

9.39KG 

 

MS-G/WHALEAA7498-

650 
Large 54mm Gunwhale 

with 4.25mm Gap 

6500 9.41KG 
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* Subject to availability 

 

MS-TOPHAT-4867 
63.5mm x 31.75mm Top 

Hat 

4867 4.63KG 

 
Material Code Thickness  

(mm) 

Width  

(mm) 

CL-016-1200* 1.6 1200 

CL-020-1200* 3.0 1200 

CL-030-1200-5052 3.0 1200 

 
 
 
73mm Tray System 
 

Diagram Details Length 
(mm) 

KG/Length 

  
TS-K11-2470 
152mm x 73mm Heavy Floor 
Plank 
 

 
 

2470 

 
 

7.4 

 

 
TS-K33597-9000 
138mm Side Coaming 
 

 
 

9000 

 
 

23.49 

 
 
 
 

 
TS-K33596-5000 
16T Rear Coaming 
 
 
 
 

 
 

5000 

 
 

17.96 

 
 
 
40mm Tray System  
 

Diagram Details Length 
(mm) 

KG/Length 

 

 
980010 
Floor Plank 
(150mm Wide – 40mm High) 
 

 
 

4580 
4940 

 
 

8.32 
8.97 

 

 
TS-300PLANK 
Floor Plank 
(300mm Wide – 40mm High) 
**mill run item only** 

 
 

4580 
4940 

 
 

15.25 
16.50 
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* Subject to availability 

 

 
980011 
 Side Coaming 
 
 

 
 

5650 
 

 
 

9.10 
 

  
980135 
Front Plank  
 
 

 
 

4940 

 
 

8.65 

 

 
980048CUT 
Rope Rail Bracket 
**Use the 32 x 3 round tube 

 

 
 

43mm 

 
 

0.18 

 

 
980049 
Rear Coaming 
 
 

 
 

5000 

 
 

8.95 

 
 
 
Apple’s 25mm Tray System (Refer next page for drawing) 

 
Diagram Details Length 

(mm) 
KG/Length 

  
TS-500-6100 
224mm Floor Plank 
 

 
 

6100 

 
 

10.01 

 

 
TS-501-5600 
Side Coaming 
 

 
 

5600 

 
 

6.77 
 

 

 
TS-502-5800 
Rear Starter Coaming 
 

 
 

5800 

 
 

9.33 

 

 
TS-503-5800 
Front Finish Plank 
 

 
 

5800 

 
 

3.05 

 

 
TS-504-5600 
9” Dropside 
 

 
 

5600 

 
 

10.79 

 

 
TS-505-5600 
10” Tailgate 
 

 
 

5600 

 
 

10.93 

  
TS-506-5750 
277mm Headboard Panel 
 

 
 

5750 

 
 

18.12 
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* Subject to availability 

 

 
TS-507-5600 
80mm Headboard Channel 
 

 
 

5600 

 
 

5.88 

 

 
TS-508-6800 
75mm Panel for 12” 
Dropside 
 

 
 

6800 
 

 
 

6.94 
 

  
TS-520-6000 
Trim Angle 
 

 
 

6000 

 
 

3.08 
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* Subject to availability 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 Item Code Stock 
Length 
(mm) 

1 Floor Plank TS-500-6100 6100 

2  Rear Starter Coaming TS-502-5800 5800 

3 Front Finish Coaming TS-503-5800 5800 

4 Side Coaming TS-501-5600 5600 

5 9” Dropside TS-504-5600 5600 

6 10” Tailgate TS-505-5600 5600 

7 277mm Headboard Panel TS-506-5750 5750 

8 80mm Headboard Channel TS-507-5600 5600 

9 Outer Headboard Supports 44 *no longer stock* 6180 

10 Inner Headboard Support AN-040-40-4-6500 6500 

11 Rope Rail Brackets 203CUT 32 

12 25mm Rope Rail Tube RT-025-3-6500-T591 6500 

13 40 x 28 Trim Angle TS-520-6000 6000 

Apple Tray 25mm Systems 
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* Subject to availability 

 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Email us at sales@aldeco.com.au for any enquiries. 

ALDECO offers custom decorative screens for any DYI or 
commercial projects. 
Supplied in 3mm, we can cut it to suit your next project. 

ALDECO Designs 
Head to our website www.aldeco.com.au 
to see the full range. 

                      Forest                              Jungle                          Leaves                       Flowers                          Bubbles 

mailto:sales@aldeco.com.au
http://www.aldeco.com.au/

